Width 800mm AD Server Cabinets
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Main parts:
Specification Quantity Material Surface Finish Remark
1 Top cover 1 Piece SPCC Cold rolled steel t1.2 Powder coated =
2 Mounting profile 4 Piece SPCC Cold rolled steel t2.0 Blue zinc S
3 Mounting angle 6 Piece SPCC Cold rolled steel t1.5 Powder coated 4pcs for lower 32U
4 Cable management slot 2 Piece SPCC Cold rolled steel t0.8 Powder coated -
5 Spring lock 2 Piece e Black With 4 keys
6 ; Hexagcfnal it 1 Piece SPCC cold rolled steel t1.2 Powder coated 2
high-density vented door

2" heavy duty castor 4 Piece i e i
8 Frame 2 Piece SPCC cold rolled steel t1.2 Powder coated =
9 Side panel 2 Piece SPCC cold rolled steel t1.2 Powder coated ===
10 High-density vented rear door 1 Piece SPCC cold rolled steel t1.2 Powder coated —
11 Bottom panel 1 Piece SPCC cold rolled steel t1.2 Powder coated ---
12 Spacer 12 Piece SPCC cold rolled steel t2.0 Powder coated 8pcs for lower 32U
13 M6 B-head screw 20 Piece Steel Color Zinc 40pcs for over 32U
14 M6 square nut 20 Piece Steel Color Zinc 40pcs for over 32U
15 Allen wrench 1 Piece Steel Black -—--
16 M12 adjustable feet 4 Piece - == =
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